Queens Fixed

DOWNLIGHT
Product Code CE || & || rons
MD55FR
Technical Description
Intelligent elegance
» Comes in both fixed and adjustable options
« High CRl at 90
e Multiple beam angles covering all the beamspreads
» Dimmability option: Phase Cut
« If you require a customised version of this product, please contact us
Electrical Specifications Physical Characteristics
System Power 14W, 20W, 27W, 36W Installation Method Fixed Recessed
Input Voltage 240V Trim Finish White, Black
ON/OFF, Phase-Cut, 0-10V, Custom Dimming Type Available on request
Control Type DALI, Casambi, DMX
IP Rating / IK Rating 1P20
System Efficacy (max.) 104Im/W
Weight 0.6Kgs
Power Factor >0.9
Fitting Material Aluminium
Photometric Info
et 1460Im, 1800Im, 2475Im,
Luminaire Lumens 3350Im
CRI CRI90, CRI97+
E
e 2700K, 3000K, 3000K
& ceT ComfoLED, 3000K Vivid,
- 3500K, 4000K, 4000K
ComfoLED
r| Beam Angle 15¢, 25°, 40°, 60°
?108mm 100mm Lumen Maintenance > 65, 000hrs (L70B10)
(-0/+2)*
MacAdam Step 3 Step
“allowed tolerance in mm
Polar Distribution Diagrams
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https://www.mondolux.com.au/contact
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